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 EV3285 EV2785 EV2495 EV2795 EV2456 EV2460 S1934 

DICOM Preset √ √ √ √ √ √ √ 

Panel Type IPS IPS IPS IPS IPS IPS IPS 

Backlight LED LED LED LED LED LED LED 

Size 31.5'' / 80 cm 27.0" / 68.5 cm 24.1" / 61.1 cm 27.0" / 68.5 cm 24.1" / 61.1 cm 23.8" / 60.4 cm 19'' / 48 cm 

Resolution 3840 x 2160 3840 x 2160 1920 x 1200 2560 x 1440 1920 x 1200 1920 x 1080 1280 x 1024 

Aspect Ratio 16:9 16:9 16:10 16:9 16:10 16:9 5:4 

Display Size 697.3 x 392.2 mm 596.7 x 335.7 mm 518.4 x 324.0 mm 596.7 x 335.7 mm 518.4 x 324.0 mm 527.0 x 296.5 mm 374.8 x 299.8 mm 

Display Colours 16.77 million 16.77 million 16.77 million 16.77 million 16.77 million 16.77 million 16.77 million 

Brightness 350 cd/m2 350 cd/m2 350 cd/m2 350 cd/m2 350 cd/m2 250 cd/m2 250 cd/m2 

Contrast Radio 1300:1 1300:1 '1000:1 '1000:1 '1000:1 1000:1 1000:1 

Signal Inputs 

USB Type-C x 1 
(DisplayPort Alt Mode, 

HDCP 1.3), 
DisplayPort x 1 

(with HDCP 1.3), 
HDMI x2 

(with HDCP 2.2/1.4) 

USB Type-C x 1 
(DisplayPort Alt Mode, 

HDCP 1.3), 
DisplayPort x 1 

(with HDCP 1.3), 
HDMI x2 

(with HDCP 2.2/1.4) 

USB Type-C x 1 
(DisplayPort Alt Mode, 

HDCP 1.3), 
DisplayPort x 1 

(with HDCP 1.3), 
HDMI x 1 

(with HDCP 1.4) 

USB Type-C x1 
(DisplayPort Alt Mode, 

HDCP 1.3), 
DisplayPort x 1 

(with HDCP 1.3), 
HDMI x 1 

(with HDCP 1.4) 

D-Sub mini 
15pin x 1, 

DVI-D 24 pin x 1 
(with HDCP 1.4), 

HDMI x 1 
(with HDCP 1.4), 

DisplayPort x 1 
(with HDCP 1.3) 

D-Sub mini 
15pin x 1, 

DVI-D 24 pin x 1 
(with HDCP 1.4), 

HDMI x 1 
(with HDCP 1.4), 

DisplayPort x 1 
(with HDCP 1.3) 

D-Sub mini 
15pin x 1, 

DVI-D 24 pin x 1 
(with HDCP 1.4), 

DisplayPort x 1 
(with HDCP 1.3) 

Warranty 
Visit eizo-apac.com for full details 

5 Years 5 Years 5 Years 5 Years 5 Years 5 Years 5 Years 


